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Introduction 
 
 
These operating instructions describe the most 
essential working steps for a safe handling and use 
of the Geringhoff products. 
 
Read these instructions and observe the safety 
notes. 
 
A regular maintenance and care will help to keep 
the value of the product and to ensure a trouble-
free use over many years to your benefit.  
 
Tell us about your experience made with the 
machine to enable us to put it into practice. The 
partnership with our customers is very important to 
us and will contribute to our common success. 
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To the customer                                                                                                        
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

We  thank you for the confidence placed in us on 
the purchase of a Geringhoff product.  
 
Hereunder you’ll find some important information 
for the use of these operating instructions: 
 

• When using the operating instructions, we 
recommend using also the spare part 
catalogue for gaining an in-depth 
understanding of essential details. 

      
• Note the most important data of your 

machine in the fields provided. That makes 
it easier to you answering the questions of 
your supplier. 

 
Machine no.:_______________________ 
 
Machine type.:_______________________ 
 
Year of construction:__________________ 
 
Row distance:_____________________ 
 
Working width/ Number of row units: _____ 
 
Combine type.:___________________ 
 
 

• The series no. is on the typeplate left on 
the supporting frame. 

 
• The operating instructions contain the 

international standard SI-measures.  
   

• Right and left means always towards travel 
and/or working direction.  
  

• If you are in need for spare parts, keep the 
required data available and get in touch 
with your dealer. 

 
• Do only us original Geringhoff spare 

parts.      
 
• Send the completed consignment note 

directly to the manufacturer. This 
information is very important for potential 
guarantee claims. Failing which, these 
potential claims cannot be handled.  
     

• Do not make any modifications on 
important, load-bearing and safety-relevant 
elements. The manufacturer does not 
assume any guarantee for damages 
resultant therefrom. 
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   General safety arrangements                                                                             

 
To prevent accidents, follow strictly these  
operating instructions and warning notes on 
the  
machine. 
  
 
Before starting the machine, check it for operational 
dependability and traffic safety!  
 
 
Apart from these operating instructions, follow also the 
current safety instructions! 
 
 
The warning signs and labels give important notes for 
the safe operation of the machine and serve to your 
and the health of others!  
 
 
Prior to starting the works, make yourself familiar with 
all operating elements and functions. 
 
 
Check the driving characteristics, steering and braking 
behaviour. 
 
No riders unless sitting on the provided places. 
 
 
When working on the machine, the provided supporting 
devices must be used. 
 
 
Admissible axle loads and total weight must absolutely 
be observed. 
 
 
Before the start-up, all guards and maintenance holes 
to close.  
 
 
Whilst the machine is running, keep off the dangerous 
area. 
 
 
Maintenance and repairing works to be performed only 
with Diesel motor cut off. 
 
 
On public roads the legal provisions to observe. 
 
 
All machines have a valid ABE or EBE governing the  
road transport licensing regulations. 
 
 
If required, additional headlights for the road transport 
to mount.  
(see road transport licensing regulations) 
 
 
The instructions of the combine manufacturer for the 
operation with headers to follow. 
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Warning label (pictograms)                                                                       

 
ISO 11684  
                 
          
 
 
 
 
 
 
 
 
 
 
Prior to performing maintenance and repairing 
works, the motor to turn off and the key to withdraw! It’s only allowed to go into the dangerous zone 
 when the lifting cylinder safety is put in! 
 
  
 
 
 
 
 
 
 
 
 
 
Keep off the dangerous zone between During the operation guards must not 
header and machine! be opened or removed! 
 
 
 
 
 
 
 
 
 
 
 

 
Whilst motor is running, guards never to  Whilst the motor is running, guards must not be  
open or remove! opened or removed! 
 
  
 
 
 
 
 
 
 
 
 
 
 
Keep a sufficient safety distance to the header.                 Never go into the slewing range of 
Prior to maintenance works or clearing of cloggings          the machine! 
header to switch off, motor to stop and key to 
withdraw!  
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